FLIL AT

T1M12400500-700-150LBE

SPECIFICATIONS

s §

Analog 1-10Vdc

RoHS c €
COMPLIANT

A

e  Constant Current LED Driver

o  Output Wattage: 150W

e Input Voltage: 240+15%, 50Hz

e  Output Current: 500-700mA +5%

CRCA enclosure with Wires

Output voltage range of 140-214VDC
Suitable for Dry and Damp Locations
Analog Dimming 1-10Vdc

Surge Immunity 5KV/5KV
OVP and UVP Cut-off
440Vac application @ 8Hrs
Thermal Protection

General Specifications

Output Voltage Range . ____ 140-214VDC ..
Output Open - Load Voltage 235Vdc

OutputPower AW
Stand By Power NA

Number of Output Channels _____________AChammel
Stand By Time NA

Input Over Voltage - Shutdown > 320Vac , Auto recovery @300-315Vac,
440Vac for 8 hours @ 50°C, 320Vac for 48 hours @ 50°C

Protections

REVEMI EN 61347-2-13, EN 62384, EN 61547, EN 61000-3-2, EN 61000-3-3
,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,, ENSS015 /IS PR e
Warranty SYEARS
Weight 0.9KG

'Note : The usage of a compatible* SPD is mandatory for outdoor application.
| *Compatibility : Any SPD with Up (L-N) < 1700V (Up- Voltage protection level as defined in IEC61643-11)

Table A: lout (mA) Pout (W) lin (A)
700mA 150W 1.93A
650mA 139W 1.81A
600mA 128W 1.66A
550mA 1M7W 1.53A
500mA 107W 1.31A

At Full Load Voltage.
Fulham extends a limited warranty only to the original purchaser or to the first user for a period of 3 years @ Tc 80°C from the date of manufacture when properly
installed and operated under normal conditions of use. For complete terms and conditions, please reference the Fulham Product Catalog (www.fulham.com).
Due to a program of continuous improvement, Fulham reserves the right to make modifications or variations in design or construction to the
equipment described. © Fulham Company Limited, All Rights Reserved. 2019-07-10 REV B
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Fulham extends a limited warranty only to the original purchaser or to the first user for a period of 3 years @ Tc 80°C from the date of manufacture when properly
installed and operated under normal conditions of use. For complete terms and conditions, please reference the Fulham Product Catalog (www.fulham.com).
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SPECIFICATIONS
Mechanical Data
MECHANICAL DATA
------------------------------- 185.0 -------eeseieeeiieooaaaany
----------------------------------- 205.0 =----memeeeemeeemee e
--------------------------------- 195.0 === - - mmmm e

----------------------------------- 205.0 - --ee-meeeemeeee e
o Tolerance=10.5mm __
Wiring Diagrams

( Y\ PUR(+)
BLK (L) 1-10V GRY INPUT SIDE LENGTH DIMMING LENGTH
— DIMMING .
L E D BLACK (L) PURPLE (+) 300+5mm
WHT (N) WHITE (N) 300£5mm GREY (-)
DRIVER RED(+) GREEN () OUTPUT LENGTH

_GRE(E) | — RED (+)
OUTPUT BLU(- 300+5mm

\. J BLUE (-)

Note: This Driver Must Be Grounded

Fulham extends a limited warranty only to the original purchaser or to the first user for a period of 3 years @ Tc 80°C from the date of manufacture when properly
installed and operated under normal conditions of use. For complete terms and conditions, please reference the Fulham Product Catalog (www.fulham.com).
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